Date: Approved:

) . . Luminaire:
solid state luminaires
Project:

LazerLine WET
High Efficiency Linear Outdoor T@UIGK SHIP

___® Select options next to clock
symbol to qualify your order.

FEATURES

+Up to 45,201 cd

« Up to 1100 Im/ft and 100 LPW

« Several Optics for every application

+ Multiple Outputs included ASHRAE Complaint
« Slim Form Factor with 90° Adjustable Bracket(s) Standard

+ Unique Push locking waterproof connector system, IP68 rated
+ 0-10V Dimmable, 1% Standard

Quick Ship max order = 25 pcs

PERFORMANCE

Beam Spread: 9° (Native Optic), 10°x30°, 10°x60°, 15°x25°, 30°, 30°x14°,
30°x60°, 50°x80°, 80°

CCT Options: 2700K, 3000K, 3500K, 4000K, 5000K

CRI: 83 CRI

@D rrYv Consistency: 2 SDCM (Luminaire to Luminaire)
N A C € NUM Lumens: 1100 Im/ft (nominal)

Intertek — .
Lumen Maintenance: L70 >70,000 hours

PHYSICAL ELECTRICAL

Mounting: Adjustable Bracket (90°), other options available Voltage: Universal 120—277 VAC

Housing: Extruded aluminum housing with injection molded end caps Power Supply: Integral Class Il electronic high-power factor >0.94 @120V
Finish: Anodized Aluminum, Powder Coated Endcaps Power Consumption: Maximum 12W/ft

Warranty: 5-Year limited warranty Dimming: LD 0-10V Dimming, 1% (Standard)

Lens: IKO8 impact compliant, Low iron tempered glass Certification: ETL / cETL wet location listed

Ingress Protection: IP66 wet, exterior location (Connectors IP68) Standards: cETLus Listed, CE, NOM

Vibration Resistance: Compliant with 3G ANSI C136.31
Weight: 1.3 Ibs/ft
Operating Temperature: -4°F to 104°F (-20°C to 40°C)

PHYSICAL DIMENSIONS

Luminaire Length (A)
LZWET-1 12.3in
LZWET-4 48in
STANDARD BRACKET ROTATION
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Date: Approved:
Type:
) ) . Luminaire:
solid state luminaires
Project:
LazerLine WET
PRODUCT CODE [ - @UIGKSHIP
Quick Ship max order = 25 pcs ___® | Select options next to clock
EXAMPLE: L ZWET-1-UNV-827-11L-9-LD symbol to qualify your order.
MODEL LENGTH VOLTAGE COLOR LUMENS OPTICS DIMMING OPTIONS
LZWET - - UNV - - - LD -
< LZWET 1FT <® LD 0-10V Dimming, 1%
“© 1L 1100 Im (12W) 1100 Im/ft (Standard)
[LENGTH = e <© 08L  7501Im (9.5W) 750 Im/ft
= 1 12.3in < 04L 400 Im (5W) 400 Im/ft
“® 4 48in 4FT
<© 44L 4400 Im (44W) 1100 Im/ft
= 30L 3000 Im (33W) 750 Im/ft
© 6L 1600 1M (20W) 400 Inyfts | OPTIONS ey

VOLTAGE
<® UNV Universal 120—277 VAC

© 9
<® 1030
ccT % 1060
< 827  (83CRI) 2700K -® 1525
“© 830  (83CRI)3000K - 30
“© 835  (83CRI)3500K 3060
“® 840  (83CRI) 4000K “® 5080
“® 850  (83CRI) 5000K 20

ACCESSORIES

+*ASHRAE Compliant

OPTICS nominal

9°x9° Beam (Native Optic)

10°x30° Beam
10°x60° Beam
15°x25° Beam
30°x30° Beam
30°x60° Beam
50°x80° Beam
80°x80° Beam

(Order separately. Indicate the quantity needed for each item.) (See Page 9 for Maximum Run Lengths)
(REQUIRED: Starter Connection Cord (SCO5LZWET/ SC10LZWET) and Standard Terminator Cap (TCAPLZWET) for every run.)
NOTE: 10°x60°, 30°x60°, 50°x80° and 80°x80° optical options not recommended for louver options.

SCO5LZWET 5 ft. Starter Connection Cord

®____ SCI0LZWET 10 ft. Starter Connection Cord

®____ TCAPLZWET Standard Terminator Cap

@ ___ EC24LZWET 24 in. Extension Cord

“®____ EC60LZWET 60 in. Extension Cord

_ LLZWL-1 LZWET Louverx

LLZWHS-1 LZWET Louver w/ House Shieldx
*One Louver per linear foot (Either LLZWL-1 or LLZWHS-1)
Each LZWET-1 requires 1 louver, Each LZWET-4 requires 4 louvers

MOUNTING ACCESSORIES (Order separately.) (ADBW3 Bracket(s) Included with Luminaire.) (Requirements vary for each luminaire ordered. See mounting pages for details.)

_____CA3-6 Cantilever Arm - 6"
CA3-12 Cantilever Arm - 12"

CA3-18 Cantilever Arm - 18"

___LS-6 Landscape Spike - 6"

_____HLS Heavy Duty Landscape Spike

Due to continuous development and improvements, specifications are subject to change without notice.
Product use certifies agreement to Solid State Luminaires terms and conditions.
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solid state luminaires

LazerLine WET

LUMENS / WATTAGE nominal

LM79 Test Result @ Max Lumens CCT Multiplier (CRI83)
Model Watts
840 (4000 Kelvin, CRI 83) Nominal CCT Multiplier
LZWET-1 5W 400 Im/ft 827 (2700K) 0.96
9.5W 750 Im/ft 830 (3000K) 0.98
12w 1100 Im/ft 835 (3500K) 1.00
LZWET-4 20w 400 Im/ft 840 (4000K) 1.00
33w 750 Im/ft 850 (5000K) 1.04
44W 1100 Im/ft

PHOTOMETRICS

LZWET-1-UNV-840-11L-9-LD.ies Isofootcandle Plot [ Zonal Lumen Summary |
4 E 2 1 o 1 2 E] Zone Lumens % Lamp % Luminaire
Polar Candela Distribution - o 0
- il 030 8722 90.9% 87.2%
* 3 0-40  923.0 96.2% 92.3%
10,833 L 0-60  981.4 102.3% 98.2%
8,667 2 60-90 184  1.9% 1.8%
1200 e
6,500 V- ; 0-90  999.8 104.2% 100%
4,333 e 1 i
2,167 1002
oo a0° 0
2167 80° 1 St . Illuminance at a Distance
4,333 700 -y Center Beam fc Bearn Width
6,500 o~
. 2 R 123 fc || 20ft  18ft
8667 20.0R 30.7 fc 4.0 ft 371t
10,833 50° 3 20.0f 13.6 fc b.1ft 55
13,000- o TRrte 105 55F 3 um ) 4010k 7.67 :c 8.1 :tt 74 2
- 4.91 10.1 9.2
.o H Wa0fc 25fc  MO02fC 50.0R <
W 10fc Wifc Wi fe 0.0t 341fc 121ft  11.0ft
!Sfc ‘ L.U,Sfc M 50% Max Cd W Vet 9°  9° Beam (Native Opli
Distance in units of mount height (SFt) --- Max Cd W Horiz, X eam (Native Optic)
i  Zonal Lumen Summary _ |
LZWET-1-UNV-840-11L-1030-LD.ies Esafantcandle Plot [Zonal Lumen Summary ]
o E 2 1 ] 1 2 3 Zone Lumens % Luminaire
Polar Candela Distribution ¥ 0
4100 180° 170° 160° 150°  140° 0-30 7424 78.8%
“ 3 0-40 826.4 87.7%
3417 130° 0-60  903.1 95.9%
2,733 st 2 60-90 31.1 3.3%
2,050 70-100 13.3 1.4%
1,367 110 1 s - N 90-120 3.0 0.3%
683 1002 0-90 934.2 99.2%
cD: 0 900 ] 90-180 7.7 0.8%
0-180  941.9 100%
693 a0
1 N Illuminance at a Distance
1367 E N T Center Beam Fc Bearn Width
2,050
e 2 R 396fc |  24R B3R
223 KR gsafc |  49m 126R
3417 50 3 o 440fc | 73R 189R
4,100 VAo 00 200 e ) A 247fc 9.8ft 251ft
R , o -
= -I\anﬁc‘j' 37.5°H = —§§'°5HH Woofc 25f  M0.2Fc 0.0R 1.58 fc 122t 314t
B -9 H B.6750H Wiofc  Mifc H0dfe choR 1.10fc 1460 3771
* Wsfc D05fc ES0% Max Cd : -
Distance in units of mount height (Sft) --- Max Cd = 10° x 30° Beam
1 " T i 3
Dueto continuous development and improvements, specifications are subjgct to change without notice. :w,' US Commercial Lighting Manufacturer Since 1982
Product use certifies agreement to Solid State Luminaires terms and conditions. W x
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solid state luminaires

LazerLine WET

LZWET-1-UNV-840-11L-1060-LD.ies Isofootcandle Plot Zonal Lumen Summary
4 3 2 1 0 1 2 3 Zone Lumens % Luminaire
Polar Candela Distribution
—_ 180° 170° 160° 150° 1400 0-30 6700 71%
’ 3 0-40 795.7 84.3%
e 107 0-60  901.7 95.6%
1,933 B 2 60-90 36.7 3.9%
1,450 70-100 14.8 1.6%
%7 1102 1 Ve K - 90-120 1.7 0.2%
403 1000 ) 0-90  938.4 99.5%
B 55 o ( 90-180 5.1 0.5%
\ - 10/
483 5 ;i 0-180 943.4 100%
967 1 . e Illuminance at a Distance
| e - 1 - Center Beam fc Beam ‘Width
L0 L l’ l ! II} } 600 - _— 280fc | 24ft 104F
1933 i - 6.99 fc 47/t 2071
i !
2417 \V/ soe 3 e 31k | TIR 3LIR
2,300
. , v e 2 A 1.75fc 95f 415ft
- Max Cd: 120°H -22.5°H 4
H-0°H I -45°H Mok 25fc MO2f £0.0R L.12 FC jL8f SLOR
H-0°H B-675°H Hiofc Mifc  MOifc 0.0 0.78 [c Li2ft 622H
Wsfc T0S5fc MS0% Max Cd B vert, o .
Distance in units of mount height (SFE) --- Max Cd B Horiz, 10° x 60° Beam
LZWET-1-UNV-840-11L-1525-LD.ies Isofootcandle Plot Zonal Lumen Summary
4 3 2 1 1] 1 2 3 Zone Lumens % Luminaire
Polar Candela Distribution
p— 180° 170° 160° 150°  140° 030 7135 76.5%
N 3 0-40 796.5 85.4%
e 130% 0-60 8817 94.5%
2,867 60-90  42.5 4.5%
120° 2
2,150 70-100  21.0 2.2%
1,433 11o® 1 L k.Y 90-120 3.9 0.4%
717 100° ; h 0-90 924.1 99%
b 556 a @ 90-180 9.0 1%
0-180  933.1 100%
717 &0e }
ks i R Illuminance at a Distance
d o= - Center Beam fc Beam Width
2150 oo > T o 427fc | 25 53R
Ees - 1w7fc | a9 105k
. 0.0R i
2,583 2l 3 i 4.74 fc 74ft  158f
4300 m 2867 fc 99ft 210R
W -0°H “ 4 oo 1.71 fi 1230 263t
WO H Wa0fc 25fc Moz 50.0R il i o
|_BUNS Wifc Wl fe 0.0R i.i9fc id8f 3i.50
Wsfc 05fc MS0% MaxCd W vert, o o
Distance in units of mount height (SFt) --- Max Cd B Horiz, 15° x 25° Beam
LZWET-1-UNV-840-11L-30-LD.ies Isofootcandle Plot Zonal Lumen Summary
P P TR 4 3 2 1 0 1 2 3 Zone Lumens % Luminaire
'olar Landela Distribution
2000 180° 170° 160° 150°  140° 030 7054 74.9%
. 3 040  810.1 86%
LEE7 10 0-60 898.7 95.4%
1.333 i35 2 7 60-90 363 3.9%
1,000 if > 70-100  15.1 1.6%
667 110¢ . Vs Ny 90-120 2.8 0.3%
333 1002 0-90 935.0 99.2%
oo 566 0 ‘ 90-180 7.3 0.8%
- B 0-180  942.3 100%
c67 1 / Illuminance at a Distance
702 Center Beam fc Beam Width
1,000 Sy
600 - : - o 19.6 fc lL 64ft  6.2ft
1333 —_— 491fc || 127R 123
1367 500 3 St 2.18 fc 19.1ft 185
2,000
. , L - 1.23fc 255ft 247t
- Max Cd: 302.5°H -22.5°H 4 0.78 f 31.9ft 30.8ft
W-0oH - 450 H W20fc 25f Moz s0.0f <
W -ooeH W-67.5°H Wiofc Mifc  WOifc c0.0f D.55Tc 3821 3700
Wsfc F0S5fc M50% Max Cd W et
Distance in units of mount height (Sft) --- Max Cd B Horiz, 30° x 30° Beam
I i 3
Due to continuous development and improvements, specifications are SUbJept to change without notice. :w,' US Commercial Lighting Manufacturer Since 1982
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solid state luminaires

LazerLine WET

LZWET-1-UNV-840-11L-3060-LD.ies Isofootcandle Plot
y - 7 " 3 2 1 1] 1 2 3 Zone Lumens % Luminaire
Polar Candela Distribution
— - 030  597.5 63.8%
’ 3 040  754.6 80.5%
1053 130 0-60  886.0 94.5%
867 iz 2 —— 60-90  43.9 4.7%
650 - - 70-100 175 1.9%
433 s 1 i, 90120 238 0.3%
217 100° ‘ 090  930.0 99.2%
B0 5 0 ’ 90-180 7.2 0.8%
0-180  937.2 100%
217 80°
5 1 0N Illuminance at a Distance
e ; 3 Center Beam fc Bearn Width
50 £ 2 ] R 125fc A 61R 118
867 ST za13fc 0 123r  235R
1,083 S0 3 S 1.39fc | 184R 353
1,300. ; ez e e - 0.78 fc 246ft  47.1Ff
- Max Cd: 205° H -22.5°H % 0.50 fi 30.7R  58.9Mt
W -0°H M -45°H Mz0fc 25fc W02fc 50.0R L
M -90°H M -67.5°H Mi0fc  M1fc 0.1 c0.0f 0.35fc 36.9f 706ft
Wsfc T 05fc M50% Max Cd W ert, . o
Distance in units of mount height (SFE) --- Max Cd B Horiz. 30° x 60° Beam
LZWET-1-UNV-840-11L-5080-LD.ies Isofootcandle Plot
: == = 4 3 2 1 1] 1 2 3 Zone Lumens % Luminaire
Polar Candela Distribution
780 180° 170° 160° 150°  140° 030  461.6 50.1%
3 0-40  648.8 70.4%
&0 a0 0-60  848.3 92.1%
520 o 2 | 60-90  64.5 7%
330 70-100  24.8 2.7%
260 110 1 A T SN 90-120 3.4 0.4%
130 100° g 090  912.8 99.1%
Ch: 0 30° ] i 90-180 8.3 0.9%
130 . 0-180  921.1 100%
25 1 . Illuminance at a Distance
700 M ~ Center Beam fc Beam 'Width
= 600 2 . SR N o 726fc A s8R  17.3R
20 SR 182fc [0 175t 346
&0 X e 3 SR osifc [ 263r 519k
780 > '
o e 2y ST O woh 0.45fc 3510  69.2ft
- Max Cd: 267. : 4 0.29F 438f 86.5ft
W -0°H W20 fc 25f  Wo.2fc 50.0R L
-90°H B -675°H Wiofc M1fc  Woafc 60,0t 0.20fc 526ft 103.8ft
Wsfc T 05fc  M50% Max Cd W vert, . .
Distance in units of mount height (SFt) --- Max Cd B Horiz, 50° x 80° Beam
LZWET-1-UNV-840-11L-80-LD.ies Isofootcandle Plot
a 3 2 1 0 1 2 c) Zone Lumens % Luminaire
Polar Candela Distribution
- 180° 170° 160° 150° 140° 030 3771 41.6%
3 0-40  576.8 63.6%
A 1307 ) 060 8274  912%
367 3 60-90  75.2 8.3%
1200 P N
275 p g N 70-100  26.6 2.9%
- 1100 . “ \ 90-120 1.6 0.2%
92 100° 090  902.7 99.5%
oo 00 0 ﬂ‘ 90-180 4.6 0.5%
o /\ i /] 0-180  907.3 100%
& 1 { Illuminance at a Distance
700 Center Beam fc Beam Width
£ 600 5 e o sa0fc A 173R 153
L - d - 133fc /L 347R 3051t
48 50° 3 P 0.59 fc 520f 458t
550 ’
B b o 52,50 &A, 0 100.200223g: } 400 00k 0.33 fc 69.3ft  61.1ft
- Max Cd: 92, -2z, 4 0.2 86.6ft 76.4ft
W-0°H M -45°H W20 fc 25fc  Wo.2fc s0.0f 1l
B -90°H M -67.5°H Wi0fc  Mifc modfe 00 0.15fc 1040ft 916ft
WsSfc U 05fc  MS50% Max Cd W vert, . .
Distance in units of mount height (Sft) --- Max Cd B Horiz. 80° x 80° Beam
1 " T i 3
Dueto contmuogs development and \mprovements, specifications are subjept to change without notice. :w: US Commercial Lighting Manufacturer Since 1982
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solid state luminaires

LazerLine WET

. | Zonal Lumen Summary _|
LZWET-4-UNV-840-44L-1030-LD.ies Isofootcandle Plot m
4 3 2 1 0 1 2 3 Zone Lumens % Luminaire
Polar Candela Doistriohutioon N . 0-30 3,111.3 78.2%
19,000 180° 170° 160° 150° 140 s 0-40  3,465.9 87.2%
15,833 130° 0-60 3,811.7 95.9%
12,667 > — 1 60-90 151.3 3.8%
o 2 -
9,500 120 3 T 70-100 67.1 1.7%
6,333 1100 . \ 90-120 3.0 0.1%
5 1000 ‘ : . 0-90  3,963.0 99.7%
gl e g \ 90-180 133 0.3%
5 1 N ! ) 0-180 3,976.3 100%
o g
! o 1 ) L / Illuminance at a Distance
6,333 700 .8 . = Center Beam fc Beam Width
9,500 T " T
600 2 . 10.0R 180fc | 241t 5.6 ft
12,667 T iR asafc | a9m 1n1f
15,633 B 5 S 200fc | 73R 167R
19,000 TR 1S o ST o p— 11.3fc 9.7ft  222ft
W - Max Cd: 117.5°H W -225°H 4 so:0h 7.21fc 121t 27.8f
W -0°H 0 -45°H W 20fc 25fc M0.2fc : 5.01F 146/t 333R
W -90°H W -67.5°H W 10fc Wi1fc Woafo B0.0R = L = =
Wsfc T 05fc  M50% Max Cd W Yert,
Distance in units of mount height {Sft) --- Max Cd M Horiz. 10° x 30° Beam
. (Zonal Lumen Summary |
LZWET-4-UNV-840-44L-1060-LD.ies Isofootcandle Plot m
o 3 Z2 1 i 1 2 3 Zone Lumens % Luminaire
Polar Candela Distribution 0-30 2,764.6 70.7%
180° 170° 160° 150° 140°
12,000 3 0-40  3,288.7 84.1%
10,000 130¢ 0-60 3,735.8 95.5%
8,000 . 2 1 60-90  158.2 4%
6,000 1 T = k 70-100  65.8 1.7%
4,000 1100 | /1 . 90-120 7.9 0.2%
_ 1000 qr ' 0-90  3,894.0 99.6%
il o g 90-180  17.3 0.4%
\| \ = / 0-180 3,911.3 100%
2,000 { 30° Y /
1500 1 \ FA, Illuminance at a Distance
! e ' ) ) Center Beam fc Beam Width
6,000 - 5 L T~ = ol TR 118fc | 23R  103f
£000 T 295fc | as5m 207
10,000 5o 20.0ft
/ \/ 3 =) 13.1fc | B8R 3LOR
12,000 SR T T - 7.37fc 91ft  414ft
- Max Cd: 82, - 22, 4
H-0°H I -45°H mafc  C25fc mozfe 5008 471 EC 11.3ft  SL7R
M -90°H W -67.5°H W 10fc W1fc mnafc 0.0R 3.27fc 136ft 620fMt
WS D05fc  MS0% Max Cd W vert, N o
Distance in urnits of mount height (SFE) --- Max Cd B Horiz. 10° x 60° Beam
LZWET-4-UNV-840-44L-30-LD.ies Isofootcandle Plot IM'
4 3 2 1 1] 1 2 3 Zone Lumens % Luminaire
Polar Candela Eiistl;ihutiun . . 0-30 3,014.1 74.5%
8,500 S 3 040 34757  85.9%
7167 130° 0-60 3,867.4 95.6%
5,733 - 2 Past i » 60-90  163.5 4%
4,300 1 | 70-100  66.2 1.6%
. 1100 . _‘ /' \ AN 90120 5.1 0.1%
1,433 1000 f ( | 0-90 4,030.9 99.6%
. 0 I . 90-180 158 0.4%
s 0 [ D 0-180 4,046.7 100%
v g f SRER 4t Illuminance at a Distance
2,867 700 \ } Center Beam fc Bearn Width
4300 e 2 e e s28fc | 6i1ft  63f
5,733 . 200k 20.7 fc l 122ft  12.5ft
7467 se 3 S 9.20fc | | 184R 188R
e s e 4
R R o N o i . .
B [ Max Cd: 322.57H S W20 25f MOz s0.0f LS
.o H B o750 H Wiofe Mifc  HOdfc 60.0% 2.30fc 3670 376
* Wsfc Dos5fc M50% Max Cd W vert
Distance in units of mount height (SFt) --- Max Cd BHorie, 500X 30° Beam

Due to continuous development and improvements, specifications are subject to change without notice.
Product use certifies agreement to Solid State Luminaires terms and conditions.
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solid state luminaires

LazerLine WET

LZWET-4-UNV-840-441-3060-LD.ies Isofootcandle Plot
o4 3 2 1 1] 1 2 3 Zone Lumens % Luminaire

Polar l:andelgo?ils’l‘:;oihilélgiogoo e 0-30 2,551.4 63.2%

5500 3 0-40 32327 80%
4,583 130° ke 0-60 3,812.7 94.4%
3,667 2 ) el 1 o 60-90  203.4 5%

1200 p - = -

2,750 | e N 70-100  86.3 2.1%
e 110° " 90-120 118 0.3%

0-90 4,016.1 99.4%

a7 1002
0 .o 90-180 223 0.6%

CDi 0 a0e
VAN | O 0-180 4,038.5 100%

a7 a0e

1 ] Illuminance at a Distance
1,833 70 VN S Center Beam fc Beam Width
2750 - 5 S . T o s28fc | 62ft 118f
3867 S [T S 12 B 124r 23R
4,583 5o 3 0 iR 586fc | 185R  355R
5,500 4000 3.30 fc 247t 473
W - Max Cd: 345° HUA: * 100l200223502 H “ 4 ' 2.11fc 309ft 59.2ft
Ry B -4geH MW20fc 25fc Wo.2fc 50.0R ) ’ b
W ooeH W_£750H Wio0fc M1ifc woifc 60.0R 147 fc 371t 710ft
Mcfc F05fc  MS0% Max Cd W Yert, o ro
Distance in units of mount height (SFt) --- Max Cd W Horiz, 307 X 60° Beam
1 " T i 1 3
Dueto continuous development and improvements, specifications are subjept to change without notice. 2% Us Commercial Lighting Manufacturer Since 1982
Product use certifies agreement to Solid State Luminaires terms and conditions. W x
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solid state |

uminaires

LazerLine WET

ACCESSORIES

Stacked Length

Luminaire
1FT
4FT

Part #
1x LLZWL-1
4x LLZWL-1

Ti 11.8/47.2 4—1

11.81in
47.21in

LOUVER HOUSE SHIELD - LLZWHS-1

Luminaire

1FT
4FT

Part #
1x LLZWHS-1
4x LLZWHS-1

’* 11.8/47.241

Stacked Length
11.81in
47.2in

] 3.6
o o |
T TF—— oot

i IS I=
MAX RUNS
Model 120 VAC FT 240 VAC FT 277 VAC FT
LZWET-1 43 luminaires 43 ft 86 luminaires 86 ft 99 luminaires 99 ft
LZWET-4 14 luminaires 56 ft 29 luminaires 116 ft 34 luminaires 136 ft

=+ 1ft & 4ft combination run lengths should use Tft values for power calculations.*+*

CONNECTIONS & CABLES

Model Description

SCO5LZWET 5 ft. Starter Connection Cord

SC10LZWET 10 ft. Starter Connection Cord

) STARTER CABLE

TCAPLZWET Standard Terminator Cap MODEL B

EC24LZWET 24 in. Extension Cord SCOSLZWET )
SC10LZWET 10'

EC60LZWET 60 in. Extension Cord

C
> 2
[ LS <
< <
EXTENSION
CABLE MODEL B

EC24LZWET 24"
EC60LZWET 60"

Due to continuous development and improvements, specifications are subject to change without notice
Product use certifies agreement to Solid State Luminaires terms and conditions.
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solid state luminaires

LazerLine WET

MOUNTING ACCESSORIES
STANDARD ADJUSTABLE BRACKET: ADBW3 (90 degrees)
Luminaire Min. Required Qty.
TFT 1
4FT 2
BRACKET FOOTPRINT
3.250 BRACKET MOUNTED

.| LEFTSIDE

-
L—" SLIDE MOUNTING BRACKET

— =.500 INTO CHANNEL TO THE TIGHTEN SET SCREW USING
DESIRED LOCATION 3/32 HEX TOOL
() [ (TORQUE: 1.5 FT/ LBS)
2.1
—o—| I | =
— i =
Loosen Center Screw To
4.000 Adjust Bracket Angle f— —
CANTILEVER ARM: CA3 A3 (A) arm | mounting | mounting | bracket plate | bracket plate
length | height (B) | width (C) | length (D) | width (E)
Bracket Part# Length (A) CA3-6 6"
CA3-6 6" CA3-12 12" 4" 4" 3" 5.5"
CA3-12 12" CA318 | 18"
CA3-18 18"
| A }
CANTILEVER ARM: CA3 (Qty./Luminaire) ‘-— 3" — T
. . . 4 ° N
Luminaire Min. Required Qty. & ‘ T B
'7 v N
1FT 1 i
4FT 2 H
~— 25—
SIDE VIEW FRONT VIEW ISOMETRIC VIEW
LANDSCAPE SPIKE (Metal): LS-6 HEAVY DUTY LANDSCAPE SPIKE: HLS
Bracket Part# Above Grade Below Grade Bracket Part# Below Grade (Max)
LS-6 6.6" 12" HLS 179"
- w
©
—r —_ . F)
~
* =
A 1S L A A,
i 5%
:‘E ? 5
2§
|| SIDE VIEW e
FRONT VIEW [ SIDEVIEW N\ _v_ ISOMETRIC VIEW 29"
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